
Standard:  AS1289.6.3.2 �

Dynamic Cone Penetrometer Complete Kit 

 
 

Field Classification, Sampling & Preparation 
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DCP Carrier & Storage Container 
Steel transport box to carry  Dynamic Cone Penetrometer 
equipment.  This box is designed to accommodate  
Geo-Con DCPs, extra rods, spares and tools.  It is sup-
plied with wheels for easy handling, is strong and robust, 
and quality built right here in our Brisbane factory. 

The Geo-Con Products DCP is designed as a robust piece of equipment 
which is easy to operate.  It conforms precisely  with the relevant Australian 
Standard. 
 

The features of the Geo-Con DCP are:  
· it is tough and robust having been well proven in the field over many 

years, 
· the years of experience has enabled Geo-Con to design the unique An-

vil and Helmet concept which virtually eliminates breakages normally 
occurring where the Slide Bar and where the Extension Rod connects 
with the Anvil, 

· allied to the foregoing,  the replaceable Shear Pins enable field repairs 
to be easily and rapidly carried out, 

· it is supplied with a reversible ‘Top Nut’, enabling it to be used in the 
standard configuration (as it is supplied) or easily changed over to the 
Perth Sand Penetrometer configuration, 

· the ‘DCP Kit’ comprises all the equipment and tools required to carry out 
a DCP test (as well as a spare set of shear pins) and 

· all parts are designed to be replaceable on an individual basis (see 
parts list). 

Extractor 
It should be noted that the Geo-Con DCP is not 
designed to extract Rods by ‘back hammering’, a 
separate Extractor is required for this operation.  


